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IMPORTANT CONSUMER INFORMATION NOTICE:  

This manual contains important instructions that  
must be passed on to the user of this product.  
Please do not remove this manual before delivery  
to the end user.

SUPPLIER:  

This manual must be given to the user of this product.

USER:  

Before using this product, read entire manual and save 
for future reference.

Houdini Harness
Model 22

Installation and
User Manual
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MODEL 22  

 
Designed to offer postural support and a certain degree of restraint to the passenger. 

 
This harness has a separate body harness & fixing strap.  The body harness is worn before entering the vehicle.   
It is fitted with a waist belt & chest strap which fasten behind the passengers back with Side-Squeeze buckles. 

 
This harness will fit both single & bench seats.  NB. Access is required where the seat back joins the seat cushion  

as a “GAP” is necessary to pass the vertical fixing strap through from the front to the rear of the seat back. 
 

It is not a safety harness & should be worn in conjunction with the vehicle safety belt. 

Available in two sizes: 
 
    2 yrs to 6 yrs -  Cat. Ref. 22C 
 
  7 yrs to Adult -  Cat. Ref. 22D 
 
Extra Fixing Strap -  Cat. Ref. 22K 

1. Place the vertical fixing strap in front of the seatback with the 
narrower (38mm) crotch strap lying in position on the seat.  

 

2. Push the tail end of the (50mm) fixing strap through the “GAP”  
where  the seat back meets the seat cushion - working from 
front to back. 

 

3. Thread the tail end of the fixing strap up through the bar buckle 
behind the seat back & tighten. The loose end must then passed 
though the 3-bar Sliplock slide to prevent slippage. 

 
4. The tongue-end of the vehicle buckle must always be positioned 

as far down behind the seat back as possible so it is out of the 
passenger’s reach and nowhere near the back of their head. 

5. The body harness is fitted to the passenger BEFORE entering the vehicle.  
 

6. Extend the shoulder straps so the buckle will be positioned away from the 
passengers head when seated. 

 

7. Sit the passenger directly on top of the crotch strap. 
 If using a booster cushion the crotch strap can be positioned either under 

or on top of the booster cushion as preferred. 
 When using the harness with a child car seat, fit the fixing strap to the 

vehicle seat first. The child car seat is then fitted as per manufacturer’s 
instructions.   

 The crotch strap should be lying centrally underneath the child seat. 
 

8. With the passenger seated, connect the Vehicle Press Button buckle 
halves together at the top of the shoulder straps.  Adjust the shoulder 
straps so the buckle is positioned away from the passengers head. 

 

9. Bring the crotch strap up between the legs and connect it to the other  
 half of the steel safety buckle on the chest pad. 
 

10. Tighten all straps to be secure but comfortable. 


